DISASSEMBLY

B Before you disassemble the set, turn off power and pull out the power plug.

Bl Use the proper screwdriver. If oversize or undersize screwdriver is used, screws may be damaged.

B Assembly is the opposite process of disassembly.

1. The remove of the Revolving Stand ASSY.

surface to prevent scratching CRT face.

b. Remove the screw, the two hooks and take off the
Revolving Stand ASSY from the Chassis Base.

Chassis Base

Revolving
Stand ASSY

REVOLVING STAND (T)

Mount hole TILT-BOTTOM
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a. Turn the monitor CRT face down on a clean static free



2. The remove of the Cabinet Back.

a. Remove the two screws.

Cabinet Back
abinet Bac b. Take off the Cabinet Back from the monitor.

Cabinet Back

a. Remove the five Clamper, Wire.

Clamper, Wire

b. Remove the three Screws.
c. Disconnect the five Terminals.

d. Remove the five Solder.

[ A soldered point: O }

e. Disconnect the connectors "S201", "S202",
Shielding(Video) "$203" and "GND".

f. Red, White, and Orange shielding wire from
the flyback transformer is removed.

g. Remove the CRT Board Assy from the
Plate Shielding(Video).




4. The remove of the MAIN BOARD ASSY.

a. Disconnect the connector "TCO-1",
"G2" and "S301".

b. Remove the screw.

c. Remove the Anode Cap from the CRT.

NOTE: Carefully discharge the CRT anode
by shorting it to ground before
removing Anode Cap.

d. Remove the two Clamper, Wire.

e. Disconnect the connector "S102", "S701"
and "S702".

/ E f. Remove the three screws.

) ¥ 9. Remove the Fixed cable clip and
Clamper, Wire the Signal cable.

Fixed cable clip

Signal cable
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h. Remove the two Screws and the Chassis base

>+ o g ’ from the Cabinet front Assy.
e ChassisBase | o « o &

i. Disconnect the connector "S704".

j- Remove the two Screws and the Key board from
the Cabinet front Assy.

k. Remove the six Screws and the MAIN board from
the Chassis base.




